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Abstract: We establish the first quantitative alignment tolerance specifications for 

holographic generation of orbital angular momentum (OAM) beams, addressing a 

critical gap between optical design and mechanical implementation. While previous 

research focused on compensating intrinsic spatial light modulator imperfections, 

we provide a rigorous quantification of extrinsic transverse misalignment effects. 

Computational modeling of 1%–10% misalignments, combined with Hilbert–

Schmidt fidelity analysis, reveals three operational regimes: High-Fidelity (≤3%), 

Critical (4–5%), and Severe Degradation (>5%). The 3% threshold 

(approximately 475 µm for typical gratings) emerges as a critical design parameter 

for mounting systems and alignment stages. These quantitative guidelines are 

essential for transitioning OAM technologies from laboratory demonstrations to 

robust, field-deployable systems in optical communications and beam shaping. 
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Introduction 

Light’s orbital angular momentum (OAM), described within 

the paraxial approximation, possesses both spin and orbital 

components along the propagation direction, as established by 

foundational studies [1, 2]. Its unique properties have enabled 

diverse applications, especially in optical communications [3, 4], 

including high-dimensional multiplexing and advanced beam 

shaping. 

A critical challenge in practical OAM systems is precise 

alignment during high-purity OAM mode generation via 

computer-generated holography (CGH). Specifically, the incident 

Gaussian beam must be accurately centered on the singularity 

(the “fork” center) of the diffraction grating. Even minute 

transverse misalignments induce complex wavefront distortions 

that degrade mode purity, compromise beam quality, and reduce 

system performance across various applications. 

Significant research efforts have focused on optimizing 

holographic OAM generation by correcting intrinsic device 

imperfections, such as phase modulation non-linearity and 

pixelated spatial light modulators (SLMs), which are known to 

reduce mode purity [5, 6]. Furthermore, artifacts like the splitting 

of desired modes into conjugate orders have been mitigated 

through advanced grating design [7]. In contrast, while frequently 

acknowledged as experimentally relevant, extrinsic alignment 

errors—notably transverse beam misalignment—have been 

largely addressed only qualitatively. 

Recent analytical frameworks [8, 9] have begun to rigorously 

quantify how lateral displacement and angular tilt affect the 

detected OAM spectrum, highlighting critical parameters that 

influence alignment sensitivity. However, a systematic 
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quantification of alignment tolerance—defined as the maximum 

misalignment that maintains sufficient field fidelity—remains 

conspicuously absent from the literature. This gap between 

qualitative awareness and quantitative specification prevents the 

establishment of clear design rules, calibration protocols, and 

mechanical tolerance specifications for robust, field-deployable 

systems. 

To address this critical gap, we introduce a comprehensive 

framework for quantifying alignment tolerance in holographic 

OAM generation. Our approach employs computational 

modeling with the Hilbert–Schmidt inner product as a fidelity 

metric, which provides a rigorous measure of field similarity by 

capturing both amplitude and phase distortions. Unlike intensity-

based measures, this approach directly quantifies how 

misalignment degrades the complex field structure, offering 

insights that are essential for precision applications. 

This study directly addresses this need by providing a 

systematic quantification of the primary extrinsic error source: 

transverse beam-to-grating misalignment. To our knowledge, 

this work yields the first explicit, fidelity-based tolerance 

thresholds for holographic OAM generation (e.g., <3% 

misalignment for >90% fidelity), establishing three distinct 

operational regimes with clear engineering implications. These 

quantitative guidelines provide actionable specifications for 

mechanical design, alignment procedures, and system 

calibration, thereby facilitating the transition of OAM applications 

from laboratory demonstrations to robust, real-world deployment. 
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Holographic Generation of Orbital Angular 
Momentum Beams 

Laguerre-Gaussian (LG) modes form a complete orthogonal 

basis set for paraxial light beams in cylindrical coordinates. They 

are characterized by two indices: the azimuthal index ℓ (often 

denoted 𝑙), which determines the orbital angular momentum 

(OAM) content, and the radial index 𝑝, which governs the number 

of concentric rings in the intensity profile. A beam with ℓ ≠ 0 

carries a helical phase front described by exp(𝑖ℓ𝜙), where 𝜙 is 

the azimuthal angle; this helical phase gives rise to an optical 

vortex—a phase singularity—along the beam axis [3, 10]. 

The full complex amplitude of an LG mode is given by the 

product of a Gaussian envelope, a Laguerre polynomial 

describing the radial structure, and the helical phase term. 

Explicitly, for a Laguerre-Gaussian mode the amplitude [10, 11, 

12, 3] is given by: 
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where the 1/e radius of the Gaussian beam is 𝑤(𝑧) =

𝑤(0)[(𝑧2 + 𝑧𝑅
2)/𝑧𝑅

2]1/2, with 𝑤(0) being the beam waist, 𝑧𝑅 the 

Rayleigh range, and (2𝑝 + |𝑙| + 1)tan−1 (
𝑧

𝑧𝑅
) representing the 
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 denotes the generalized Laguerre 

polynomial. 

Equation (1) can be expressed in compact form as: 

 ⟨𝑟 | 𝑘, 𝑙, 𝑝⟩ = 𝜓(𝑟, 𝑧)𝑘𝑙𝑝  𝑒
−𝑖𝑙𝜙 (2) 

To examine the features of far-field diffraction patterns of 

OAM wavefronts using standard diffraction techniques, consider 

the schematic diagram in Figure 1a. The diffracting aperture lies 

in the (ξ, η) plane, illuminated in the positive z-direction. We 

calculate the wave field across the parallel (x, y) plane at normal 

distance z. The Fraunhofer far-field diffraction amplitude is given 

by 
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The integral equation in (3) represents the Fourier transform 

of the hologram-modulated electric field multiplied by a scaling 

factor. The diffracting aperture is a thin amplitude computer-

generated hologram containing the interference pattern between 

an object wave and a reference wave (Figure 1b). The reference 

wave is a plane wave 𝑒𝑖𝑘⃗⃗⋅𝑟, while the primary wave corresponds 

to the paraxial region of a Laguerre-Gaussian beam carrying 

quantized orbital angular momentum (OAM) [13, 14, 15, 16, 3]. 

The hologram transmittance function is: 

 𝑇(𝜂, 𝜉) = |𝑒𝑖𝑘⃗⃗⋅𝑟 + 𝑒−𝑖𝑚𝜙|
2

 (4) 

From Figure 1b, 𝑘⃗⃗ ⋅ 𝑟 = 𝑘𝜂sin𝛼, yielding: 

 𝑇(𝜂, 𝜉) = 𝑒−𝑖(𝑚𝜙+𝑘𝜂sin𝛼) + 𝑒𝑖(𝑚𝜙+𝑘𝜂sin𝛼) + 2 (5) 

The transmitted electric field after grating illumination is: 

 𝑈(𝜂, 𝜉) = 𝑇(𝜂, 𝜉) 𝐿𝐺𝑝,𝑙(𝜂, 𝜉) (6) 

Using the compact LG-mode form (Eq. 2), the far-field 

diffraction becomes: 
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where 𝜙 = 𝜙(𝜂, 𝜉). Equation (7) contains holographic information 

for the zeroth and first orders, with OAM values of 𝐿 = 𝑚ℏ and 

𝐿 = (𝑚 ± 𝑙)ℏ respectively. 

 
(a) Experimental setup schematic 

 
(b) Computer-generated hologram 

Figure (1): Diffraction geometry and grating structure. 

Computational Modeling of Transverse 
Misalignment 

To simulate transverse misalignment in the laser beam-

diffraction grating system, we introduce relative shifts along 𝜉 and 

𝜂̂ by amounts 𝜉0 and 𝜂0. Equation (4) then becomes: 

 𝑇(𝜂, 𝜉) = |𝑒𝑖
2𝜋

𝛬
𝜂𝑡sin𝛼 + 𝑒−𝑖𝑚𝜙𝑡|

2

 (8) 

where 𝜂𝑡 and 𝜙𝑡  are transformed coordinates after displacement, 

and 𝛬 is the grating period. The azimuthal angle transforms as 

follows: 

 𝜙𝑡(𝜂, 𝜉) = atan2(𝜉 − 𝜉0,  𝜂 − 𝜂0) (9) 

Applying the same translation to the plane wave component 

yields: 

 𝑇𝑡(𝜂, 𝜉) = |𝑒𝑖
2𝜋

𝛬
(𝜂−𝜂0)sin𝛼 + 𝑒−𝑖𝑚𝜙𝑡|

2

 (10) 

Using Equation (10), we computationally generated 

amplitude-modulated CGHs (Figure 2) from the coherent 

superposition of a plane wave and an LG mode with ℓ = 10. The 

grating period is 𝛬 = 264 𝜇m with dimensions 15.8 × 15.8 mm. 

For demonstration purposes, the number of grating lines was 

reduced to 30 to ensure visibility. 

Figure 2 shows the calculated amplitude diffraction gratings 

with the laser beam overlaid for perfect alignment (panel b) and 

for 10% transverse misalignment in the x-direction (panel a) and 

y-direction (panel c). 



567 | 572 
An - Najah Univ. J. Res. (N. Sc.) Vol. 40 (5), 2026 Published: An-Najah National University, Nablus, Palestine 

 
(a) 10% x-shift misalignment 

 
(b) Zero shift (perfect alignment) 

 
(c) 10% y-shift misalignment 

Figure (2): Calculated amplitude diffraction gratings with overlaid laser beam showing transverse alignment shifts (scale in mm). Panels (a), (b), and (c) show 
the laser beam overlaid on the grating at 10% x-shift misalignment, perfect alignment (zero shift), and 10% y-shift misalignment, respectively. 

The transmitted electric field is: 

 𝑈(𝜂, 𝜉) = 𝑇𝑡(𝜂, 𝜉) 𝐿𝐺𝑙,𝑝(𝜂, 𝜉) (11) 

where 𝑇𝑡 is the transversely shifted grating function. Given the 

observation distance substantially exceeds the aperture size, we 

employed Fraunhofer approximation (Eq. 3) to compute 

diffraction amplitudes: 
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Numerical Implementation 

All numerical simulations and computational modeling in this 

study were performed using MATLAB (MathWorks, Natick, MA, 

USA) [17]. MATLAB’s robust numerical integration and matrix 

manipulation capabilities were utilized to implement the 

holographic generation model and to compute far-field diffraction 

patterns based on the Fraunhofer approximation (Eq. 12). 

The Laguerre-Gaussian beam modes, hologram 

transmittance functions, and shifted coordinate transformations 

were coded using MATLAB’s built-in mathematical functions. 

Complex field matrices representing the first-order diffracted 

OAM beams were computed and stored as 701 × 701 element 

arrays. The Hilbert-Schmidt inner product metric (Eq. 13) for 

fidelity calculations was implemented via standard matrix 

operations in MATLAB. 

Simulation parameters (wavelength, beam waist, grating 

dimensions, misalignment increments) were all specified 

explicitly within the MATLAB code, ensuring repeatability and 

transparency of the numerical experiments. Visualization of 

intensity and phase distributions was performed using MATLAB’s 

graphical plotting toolkits. 

This computational approach provided a flexible and precise 

platform for systematic investigation of misalignment effects on 

holographically generated OAM beams. 

Results and Analysis 

First-Order Diffraction Amplitudes and Phase 
Structure 

The analysis focuses on quantifying field distortion due to 

transverse misalignment by examining first-order diffraction 

amplitudes corresponding to an ℓ = 20 Laguerre-Gaussian (LG) 

mode. Complex field amplitude arrays were computationally 

extracted from the total diffracted field and organized as 701 × 

701 element matrices. To ensure accurate fidelity comparisons, 

these matrices were spatially registered to compensate for 

transverse displacements introduced by misalignment, 

maintaining consistent coordinate systems across all conditions. 

The phase angle of each field element was calculated as 

𝜃𝑖𝑗 = atan2(𝑈𝑖𝑗
𝑖𝑚, 𝑈𝑖𝑗

𝑟𝑒), yielding values in (−𝜋, 𝜋). Figures 3c and 

3d display the extracted first-order field and its phase structure, 

which serves as the reference for fidelity calculations. 

Figure 4 systematically presents intensity distributions (𝐼𝑖𝑗 =

𝑈𝑖𝑗
∗ 𝑈𝑖𝑗) and corresponding phase structures across a range of 

transverse shifts. Visual analysis reveals initial phase structure 

modifications becoming discernible at 2% shift, with more 

significant anomalies emerging at 4% shift, including the 

development of an extra line in the fork structure. This topological 

defect indicates substantial deviation from the pure ℓ = 20 LG-

mode topology, representing intrusion of parasitic OAM modes 

and direct evidence of mode purity degradation. The progressive 

deterioration visible in these phase maps provides compelling 

qualitative evidence of the system’s sensitivity to misalignment, 

establishing the foundation for quantitative fidelity analysis. 

 
(a) Aligned illumination 

 
(b) Far-field pattern 

 
(c) First-order diffraction 

 
(d) Phase structure 

Figure (3): Reference field (zero shift configuration): (a) Grating illumination pattern, (b) Far-field diffraction profile, (c) Extracted first-order component, (d) 
Corresponding phase structure. 
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(a) x: 1% 

 
(b) Phase (x: 1%) 

 
(c) y: 1% 

 
(d) Phase (y: 1%) 

 
(e) x: 2% 

 
(f) Phase (x: 2%) 

 
(g) y: 2% 

 
(h) Phase (y: 2%) 

 
(i) x: 3% 

 
(j) Phase (x: 3%) 

 
(k) y: 3% 

 
(l) Phase (y: 3%) 

 
(m) x: 4% 

 
(n) Phase (x: 4%) 

 
(o) y: 4% 

 
(p) Phase (y: 4%) 

 
(q) x: 6% 

 
(r) Phase (x: 6%) 

 
(s) y: 6% 

 
(t) Phase (y: 6%) 

Figure (4): Extracted first-order diffraction patterns and corresponding phase structures for transverse misalignments along x and y directions, demonstrating 
progressive degradation with increasing shift magnitude. 

Field Similarity Quantification and Operational 
Regimes 

The projection fidelity of misaligned fields onto the reference 

field was calculated using the Hilbert-Schmidt inner product, 

defined as: 

 𝐹 = √
⟨𝑈ref,𝑈⟩𝐻𝑆 ⟨𝑈,𝑈ref⟩𝐻𝑆

⟨𝑈ref,𝑈ref⟩𝐻𝑆 ⟨𝑈,𝑈⟩𝐻𝑆
× 100% (13) 

where 𝑈ref denotes the reference complex field, 𝑈 represents the 

misaligned field, and ⟨𝑈1, 𝑈2⟩𝐻𝑆 = Tr(𝑈1
†𝑈2) is the Hilbert-

Schmidt inner product. This metric provides a normalized 

measure of field similarity that captures both amplitude and 

phase distortions. 

Application of Equation (13) to 701 × 701 element matrices 

revealed three distinct operational regimes with clear quantitative 

boundaries (Figure 5 and Table 1): 

High-Fidelity Regime (≤3% shift): Field fidelity remains 

above 94.6%, with minimal degradation even at 3% 

misalignment. This regime preserves the essential topological 

characteristics of the ℓ = 20 mode, making it suitable for 

applications demanding high mode purity. 

Critical Degradation Regime (4–5% shift): Fidelity drops to 

77.7–89.1%, representing a transitional zone where field 

distortion becomes significant. The 5% threshold marks a 

particularly critical point where fidelity falls below 80% along the 

x-direction, indicating substantial mode mixing. 

Severe Degradation Regime (>5% shift): Fidelity collapses 

below 68.8%, with values as low as 19.6% at 9% misalignment. 

This regime exhibits severe field distortion where the generated 

beam bears little resemblance to the target ℓ = 20 mode. 

For misalignments exceeding 4%, we observe systematic 

differences between X- and Y-direction fidelity values. As shown 
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in Table 1, Y-shifts consistently yield higher fidelity than X-shifts 

across the 5–9% misalignment range, with the disparity reaching 

approximately 15–16 percentage points at 7–9% misalignment. 

This asymmetry originates from the vertical orientation of the fork 

dislocation in our hologram design. The creation of helical 

wavefronts using CGH depends on an on-axis fork dislocation 

where one or more grating lines terminate abruptly at the center. 

For Y-shifts, the center of the forked structure is illuminated, 

covering all terminating lines symmetrically, whereas X-shifts 

displace the beam away from the center, causing asymmetric 

illumination and greater phase distortion. At 10% misalignment, 

we observe a reversal where X-fidelity (32.1%) slightly exceeds 

Y-fidelity (26.8%). This non-monotonic behavior likely arises from 

the beam sampling multiple grating periods at extreme shifts, 

introducing complex interference and phase-wrapping effects 

that differentially affect the two orthogonal directions. 

The x- and y-directional responses show near symmetry up 

to 5% misalignment, with divergence becoming progressively 

more pronounced at larger shifts. For practical engineering 

purposes, the directional differences are negligible within the 

High-Fidelity regime (≤3%) and become relevant only in the 

Severe Degradation regime where fidelity is already below 

acceptable thresholds for most applications. This near-isotropic 

behavior within the critical 3% tolerance window further supports 

the use of a single percentage-based specification for 

mechanical design and alignment procedures. 

 

Figure (5): Projection fidelity of misaligned first-order fields onto the reference aligned field versus misalignment percentage. Blue circles and solid line represent 
X-direction shifts; orange squares and solid line represent Y-direction shifts. Vertical shaded bands indicate operational regimes: High-Fidelity (0–3%), Critical 
(4–5%), and Severe Degradation (>5%). The plot demonstrates near-isotropic behavior up to 5% misalignment, with directional divergence emerging at larger 
shifts. 

Table (1): Quantitative fidelity assessment at key misalignment thresholds (3 s.f.). 

Misalignment (% width) X-Fidelity (%) Y-Fidelity (%) 

0 100 100 

1 99.8 99.5 

2 97.8 97.8 

3 94.6 94.6 

4 89.1 89.0 

5 77.7 80.6 

6 62.6 68.8 

7 38.6 54.5 

8 25.9 39.9 

9 19.6 29.2 

10 32.1 26.8 

 

Discussion 

The quantitative alignment tolerance thresholds established 

in this study provide actionable specifications for the design and 

implementation of holographic OAM systems. By linking 

percentage misalignment to field fidelity, we bridge the gap 

between qualitative alignment awareness and quantitative 

engineering requirements. 

These findings directly address the gap identified in the 

introduction between qualitative awareness of alignment 

importance and quantitative specifications for mechanical 

design. The transition from “alignment matters” to “alignment 

must be within 475 µm” represents a critical step toward 

engineering robust OAM systems. 

Validation and Practical Implications 

Independent validation through LG mode reconstruction from 

phase patterns confirms the fidelity thresholds. Converting phase 
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patterns to thin amplitude gratings and illuminating with plane 

waves reconstructed the modes, with diffraction pattern 

intensities serving as quality indicators. Visual comparison of 

vortex shapes (Figure 6) shows preserved structural integrity for 

misalignments up to 3%, with observable degradation at 4% and 

severe distortion at 5%, corroborating the quantitative fidelity 

analysis. 

The alignment tolerance thresholds translate directly into 

engineering specifications. For our 15.8 mm grating, the critical 

3% tolerance corresponds to approximately 475 µm. This 

concrete specification informs mechanical design parameters for 

mounting fixtures, alignment stages, and environmental stability 

requirements. Systems requiring high mode purity should 

maintain alignment within this 3% window, while applications with 

moderate requirements might accept the 4–5% critical regime 

with appropriate performance trade-offs. 

 
(a) Zero shift 

 
(b) 1% x-shift 

 
(c) 2% x-shift 

 
(d) 3% x-shift 

 
(e) 4% x-shift 

 
(f) 5% x-shift 

 
(g) Zero shift 

 
(h) 1% y-shift 

 
(i) 2% y-shift 

 
(j) 3% y-shift 

 
(k) 4% y-shift 

 
(l) 5% y-shift 

Figure (6): Reconstructed first-order LG modes from phase structures showing progressive degradation with increasing misalignment. Top row: x-direction 
shifts (0–5%); bottom row: y-direction shifts (0–5%). The zero-shift case is repeated for visual reference. 
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Comparative Context and System Design 
Implications 

The sensitivity revealed in this study (90% fidelity drop at 5% 

misalignment) exceeds that of conventional Gaussian beam 

systems, which typically tolerate 10–15% misalignment before 

significant coupling loss. This heightened sensitivity stems from 

the topological nature of OAM modes and their phase 

singularities, which are particularly vulnerable to misalignment-

induced distortions. 

Higher-order OAM modes exhibit even greater sensitivity 

due to their larger spatial extent and more complex phase 

structures [8, 4]. This creates a scalability challenge for high-

dimensional systems, where maintaining alignment across 

multiple modes becomes increasingly demanding. Our findings 

suggest that system designs should incorporate: 

1. Mechanical stability specifications based on the 3% 

tolerance threshold. 

2. Active alignment systems with sub-3% precision for 

demanding applications. 

3. Integrated alignment markers in grating designs to facilitate 

calibration. 

4. Regular alignment verification protocols during system 

operation. 

The directional asymmetry observed for misalignments 

exceeding 4% (see Field Similarity Quantification and 

Operational Regimes) has practical implications for system 

design. The vertical orientation of the fork dislocation makes the 

hologram more sensitive to displacements perpendicular to the 

fork line (x-direction) than parallel to it (y-direction). This suggests 

that if a system has tighter mechanical tolerances or better active 

stabilization in one axis, the grating should be oriented so that 

the more sensitive direction aligns with the better-controlled axis. 

Conversely, applications requiring isotropic alignment tolerance 

may benefit from alternative hologram designs with circularly 

symmetric phase structures. However, for most practical 

purposes, the 3% tolerance threshold remains the primary design 

specification, as directional differences are negligible within this 

high-fidelity window. 

While adaptive optics and dynamic beam tracking offer 

potential mitigation [4], these approaches increase system 

complexity and cost. The quantitative thresholds provided here 

enable cost-benefit analysis of such compensation strategies 

versus improving passive mechanical stability. 

Limitations and Future Work 

This study focuses specifically on transverse misalignment 

for a single ℓ = 20 mode. Looking forward, several avenues for 

future work emerge: 

1. Experimental validation of these computational thresholds 

through controlled misalignment measurements. 

2. Extension to different OAM orders to establish scaling 

relationships between mode complexity and alignment 

sensitivity. 

3. Investigation of combined misalignment effects including 

angular tilt, defocus, and rotational errors. 

4. Application of this framework to superposition states and 

mode division multiplexing scenarios. 

While this study concentrates on a specific ℓ = 20 mode and 

transverse misalignment, the methodological framework 

established here provides a foundation for broader tolerance 

analysis in holographic OAM systems. By providing quantitative 

alignment tolerance specifications and a methodological 

framework for their assessment, this work contributes to the 

maturation of OAM technologies from laboratory demonstrations 

to robust, field-deployable systems. These findings offer 

essential guidance for optical engineers designing next-

generation communication links, beam shaping systems, and 

other applications where precise control of complex optical fields 

is paramount. 

Conclusion 

This study has successfully established the first quantitative 

tolerance thresholds for transverse misalignment in holographic 

OAM beam generation. Using a Hilbert–Schmidt fidelity metric 

that captures both amplitude and phase distortions, we identified 

three distinct operational regimes with clear engineering 

implications: High-Fidelity (≤3% misalignment), Critical 

Degradation (4–5%), and Severe Degradation (>5%). These 

regimes provide more than just qualitative guidelines—they offer 

concrete specifications that bridge the gap between optical 

design and mechanical implementation. 

The 3% tolerance threshold, corresponding to approximately 

475 µm for a 15.8 mm grating, establishes a critical design 

parameter for mounting systems, alignment stages, and 

environmental stability requirements. Our findings reveal that 

holographic OAM generation exhibits significantly higher 

sensitivity to misalignment compared to conventional Gaussian 

beam systems, underscoring the need for specialized alignment 

procedures in OAM-based applications. 

The Hilbert–Schmidt fidelity metric provides a generalizable 

framework that can be adapted to assess other alignment-

sensitive parameters in diffractive optical systems. The three-

regime model (high-fidelity, critical, severe) offers a structured 

approach to categorize system performance and define 

application-specific acceptance criteria. 

By establishing quantitative alignment tolerance 

specifications and providing a methodological framework for 

tolerance analysis, this work contributes to the maturation of 

OAM-based technologies from laboratory demonstrations to 

robust, field-deployable systems. The fidelity thresholds and 

operational regimes identified here serve as essential guidelines 

for optical engineers designing next-generation communication 

and beam shaping systems. 
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